
TECHNICAL DATA SHEET

APRIL SUPER FLO   9, rue Béland, L’Isle-Verte QC Canada  G0L 1K0
1 800 393-3921    info@aprilsuperflo.com

APRIL CD-40 is a superior quality 100% synthetic non-EP transmission fluid 
made with APRIL NANO 1™ lubricant technology for extended drain intervals 
and improved fuel economy. Recommended for AMT (Automated Manual 
Transmission) and manual transmissions requiring Eaton PS-386 transmission 
fluid.

SPECIFICATIONS: API GL-4/MT-1; DANA manual transmissions; Detroit DT12 
Automated Manual; Eaton PS-164 Rev 7, PS-386; Mack TO-A Plus, m-Drive; 
Navistar TMS 6816; Volvo I-Shift, 1273.05/07/15/18/19, 97305/07/15/18/19; 
ZF Freedomline
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PROPERTY METHOD VALUE
color visual amber
density @ 15 °C (kg/l) ASTM D4052 0.8591
kinematic viscosity @ 40 °C (cSt) ASTM D445 90.79
kinematic viscosity @ 100 °C (cSt) ASTM D445 13.96

viscosity index ASTM D2270 158

pour point (°C) ASTM D97 -42

Brookfield viscosity (cP @ °C) ASTM D2983 85,400 (-40)

flash point (°C) ASTM D92 214

FORMAT LITRES CODE

pail 18.9 L 18.9-ECD40-SF
keg O 60 L 60-ECD40-SF
tote 1,000 L 900-ECD40-SF


